
 

FARETTO LED TERZO STOP 12-24V (FK455007) 

 
Descrizione generale:  
Il faretto LED 3° stop 12–24V è un dispositivo di illuminazione posteriore progettato per segnalare la frenata 
del veicolo con la massima visibilità e sicurezza. Grazie alla tecnologia LED di ultima generazione, garantisce 
un’illuminazione intensa, uniforme e immediata, riducendo i tempi di risposta visiva per i conducenti che 
seguono. 

Caratteristiche tecniche: 

• Tensione di alimentazione: 12–24V DC (voltaggio automatico) 
• Tecnologia: LED ad alta efficienza 
• Colore luce: Rosso 
• Materiale corpo: Policarbonato antiurto e anti-UV 
• Grado di protezione: IP67 (resistente ad acqua e polvere) 
• Temperatura di esercizio: da -30°C a +60°C 
• Dimensioni: Compatte, adatte per montaggio orizzontale  
• Cablaggio: Due fili con isolamento siliconico ad alta resistenza 
 

Vantaggi: 

• Alta efficienza luminosa con consumi ridotti 
• Tempi di accensione istantanei, maggiore sicurezza in frenata 
• Struttura sigillata, resistente agli agenti atmosferici 
• Facile da installare grazie al cablaggio diretto e alla compatibilità universale 

Applicazioni: 

Gamma Furgokit: 

Kit alluminio Isotermico Iso 60 Duralite Ecolite Ultralite Isolato 35/40  Plywood 14/17 

X X X X X X X X 

Altre applicazioni: 

• Trasporto alimentare 
• Trasporto a temperatura controllata 
• Camper - Ambulanze 
• Protezione civile - Vigili del fuoco 
• Veicoli industriali e commerciali - Rimorchi e semirimorchi 
• Settore edilizio - Settore nautico 
 

Note di utilizzo: 

• Assicurarsi di collegare correttamente la polarità dei cavi  

 

 

“Immagine a solo scopo illustrativo. Il prodotto reale può differire per caratteristiche o dettagli." 



 
 

LED THIRD BRAKE LIGHT 12-24V (FK455007) 
 
General description:  
The 12–24V LED third brake light is a rear lighting device designed to signal vehicle braking with maximum 
visibility and safety. Thanks to the latest generation of LED technology, it guarantees intense, uniform, and 
immediate lighting, reducing visual response times for drivers behind. 
 
Technical features: 
 
•  Supply voltage: 12–24V DC (automatic voltage) 
•  Technology: High-efficiency LED 
•  Light color: Red 
•  Body material: Impact-resistant and UV-resistant polycarbonate 
•  Protection rating: IP67 (water and dust resistant) 
•  Operating temperature: -30°C to +60°C 
•  Dimensions: Compact, suitable for horizontal mounting 
•  Wiring: Two wires with high-resistance silicone insulation 
 
 
Advantages: 
 
• High luminous efficiency with low power consumption 
• Instant ignition times, greater braking safety 
• Sealed structure, resistant to atmospheric agents 
• Easy to install thanks to direct wiring and universal compatibility 
 
Applications: 
 

Range Furgokit: 

Aluminum Kit Isothermal Iso 60 Duralite Ecolite Ultralite Insulated 35/40  Plywood 14/17 

X X X X X X X X 

 
Other applications: 
 
• Food transport 
• Temperature-controlled transport 
• Camper vans - Ambulances 
• Civil protection - Fire departments 
• Industrial and commercial vehicles - Trailers and semi-trailers 
• Construction sector - Nautical sector 
 
Notes on use: 
 
• Ensure that the polarity of the cables is connected correctly. 
 
 
 
 
 
 
 
 

“Image for illustrative purposes only. The actual product may differ in terms of features or details.” 
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