
 

Disponibile in due versioni: 

• MOLLA A GAS DA 600 mm 200 N (FK121020) 

• MOLLA A GAS DA 600 mm 300 N (FK121030) 

Descrizione generale: 
Molla a gas di lunghezza totale 600 mm con spinta di 200 N o 300 N, progettata per assistere l’apertura e la 
chiusura di pensiline e sportelli degli allestimenti. Il sistema a gas pressurizzato garantisce movimenti fluidi, 
silenziosi e sicuri, riducendo lo sforzo dell’operatore e aumentando la durata delle cerniere e dei 
componenti collegati. Struttura robusta, con finitura anticorrosione e tenuta affidabile nel tempo, anche in 
condizioni ambientali difficili. 

Caratteristiche tecniche: 

• Lunghezza totale: 600 mm (interasse fori) auto lubrificata 
• Forza di spinta: 200 N o 300 N 
• Diametro stelo: 8 mm 
• Diametro corpo: 18 mm 
• Corsa utile: circa 250 mm 
• Materiale: acciaio ad alta resistenza 
• Attacchi: occhielli diametro 8 mm 
• Montaggio: in posizione verticale o inclinata (stelo verso il basso) 

Vantaggi: 

• Sollevamento controllato e sicuro di sportelli e portelloni 
• Riduce lo sforzo manuale dell’operatore 
• Chiusura ammortizzata e silenziosa 
• Alta resistenza meccanica e lunga durata nel tempo 
• Trattamento anticorrosione per uso in ambienti esterni 

Applicazioni:  

Gamma Furgokit: 

Kit alluminio Isotermico Iso 60 Duralite Ecolite Ultralite Isolato 35/40  Plywood 14/17 

X     X X X X X 

Altre applicazioni: 

• Trasporto alimentare 
• Camper - Ambulanze 
• Protezione civile - Vigili del fuoco 
• Veicoli industriali e commerciali - Rimorchi e semirimorchi 
• Settore edilizio - Settore nautico 
 

Note di utilizzo: 

• Evitare forature o manomissioni del cilindro. 
• Verificare il corretto orientamento dello stelo (verso il basso) durante il montaggio. 

“Immagine a solo scopo illustrativo. Il prodotto reale può differire per caratteristiche o dettagli." 



 

Available in two versions: 

• 600 mm 200 N GAS SPRING (FK121020) 

• 600 mm 300 N GAS SPRING (FK121030) 

General description: 
Gas spring with a total length of 600 mm and a thrust of 200 N or 300 N, designed to assist in the opening 
and closing of flaps and doors on vehicle bodies. The pressurized gas system ensures smooth, quiet, and 
safe movements, reducing operator effort and increasing the life of the hinges and connected components. 
Robust structure with anti-corrosion finish and reliable sealing over time, even in difficult environmental 
conditions. 

Technical characteristics: 

• Total length: 600 mm (holes center distance), self-lubricating 
• Thrust force: 200 N or 300 N 
• Stem diameter: 8 mm 
• Body diameter: 18 mm 
• Useful stroke: approx. 250 mm 
• Material: high-strength steel 
• Attachments: 8 mm diameter eyelets 
• Mounting: vertical or inclined position (rod facing downwards)  

Advantages: 

• Controlled and safe lifting of doors and hatches 
• Reduces manual effort by the operator 
• Cushioned and silent closing 
• High mechanical strength and long service life 
• Anti-corrosion treatment for outdoor use 

Applications:  

Range Furgokit: 

Aluminum Kit Isothermal Iso 60 Duralite Ecolite Ultralite Insulated 35/40  Plywood 14/17 

X     X X X X X 

Other applications: 

• Food transport 
• Camper vans - Ambulances 
• Civil protection - Firefighters 
• Industrial and commercial vehicles - Trailers and semi-trailers 
• Construction sector - Nautical sector 

Notes on use: 

• Avoid punctures or tampering with the cylinder. 
• Check that the stem is correctly oriented (downwards) during assembly. 
 

“Image for illustrative purposes only. The actual product may differ in terms of characteristics or details.” 
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